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ROUTE STATE
1/2"® Machine bolt at abt. 18" ofs.

Use two hex nuts to set gap before 2" Gap at 60°F B c
concrete placement. Gap may be set DETAIL “A”
anytime up to but not exceeding 2 JOB NO.
holrs before concrete placement. L N 2" Gap at 60°F.
Cut machine bolt flush with —~ BN %EV Piece Angle CONTRACT 1D
steel armor after concrete on each . 6 x 3 1/2 x 3/8 3"
side has taken initial set. | (See Detall "B") p
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|
37 COUNTY DATE

~ |
const. Joint ° !
(Top of Wing) — | ~ g T GENERAL NOTES:
a 909
> e ’éf € 1/2" @ Countersunk Expansion joint system shall be fabricated in one section,
3/4"% x 8" Long — < Bevel end of Socket Head Cap except for stage consfruction and when the length is over 50
Welded Shi = ! feet. A complete joint penetration groove welded splice shall
Ce © + ear bent curb plate Screws and Anchors be required. Welds shall|l be ground flush to provide a smooth
onnector on roeadway surface. The expansion joint system shall be fabricated and
Stud (Typ.) face i & 4 ] 3
| installed to the crown and grade of the roadway.
Const. Jt. Key 174" x 2" x 4 1/2" Slotted
Fill Face (To be cast in the 2-Layers 30# (MTR TR — } \ Structural steel for the expansion joint system shall be
top of prestressed girder) N o (= Beveled Curb Bent ASTM A709 Grade 36 except the steel armor may be ASTM A709
of End Bent -) and 3/4” @ x 12" Anchor Bolt Roofing Fel+t Plate 1/2" x 127 x 15" Grade SOW. Anchors for the expansion joint system shall be
with 2 Nuts and Washer (See between plate ? . in accordance with Sec 1037. Strip seal expansion joint
Standard Specifications for and recess ——— 3| (Form flush with curb) system shal | be in accordance with Sec 717.
the grout for anchor bolts) &
{ Structural steel for the expansion joint system and curb
. - . plate shall be coated with a minimum of two coats of
Note: Strip seal gland not shown for clarity. inorganic zinc primer (5 mils minimum) or galvanized in
SECTION A-A accordance with ASTM A123. Anchors need not be protected
from overspray.
2-Layers of 2" Gap at 60°F \—PB \—VC PART SECTION B-B Plan dimensions are based on installation at 60°F. The
30% (Min.) e . . . expansion gap and o‘rher dimensions shall be increased or
Roofing Felt - 3 Note: Strip seal gland not shown for clarity. decreased for each 10° fall or rise in temperature
t tallati
befween it . € 1/2" ® Countersumk Sooket PART ELEVATION OF BARRIER CURB of insteliotion.
el ! Head Cap Screws and Anchors Longitudinal reinforcing steel shall be placed so that ends
| ‘ shal | not be more than *1” from vertical leg of the steel
armor at the expansion joint system.
Const. Joint DJ::HJ -, Boygled Cyrb Bont Plote 1/2" Beveled Curb Bent paneton Joint ey
Recess curb | T ) gégrmxfw\ash v Jrh curb) Plate with 1/2" @ Concrete shall be forced under and around steel armor and
+o permit free Y ! I [T { T Countersunk Socket anchors. Proper consclidation of the concrete shall be
movement of plate WHH L iﬁggoﬁgp screws and achieved by localized internal vibration.
I = Const.
\HJ ‘#ﬂ Joint Curb plate anchors shall be a drilled cone exponswon or
Bend Line oin a cast—in-place wing type threaded inmsert. The mimimum
Gutter Line \\ A ultimate pullout capacity for these anchors shall be
317(x%) 2700 Ibs in f'c = 4000 psi concrete. Lead anchors will
. R . pl not be permitted. Holes in the barrier curb for anchors
Working Point (Always shall not be drilled until the concrete is at least 7 days
at front face of backwall old
at gutter Iine.) Piece Angle 6 x 3 1/2 x 3/8
" " (See Detall “B") Payment for furnishing. coating or galvanizing and Tnstalling
374" @ x 8" Long Welded Extend strip the structural steel for the expansion joint will be comsTdered
Shear Connector Studs - — <———— ¢ Prestress seal gland completely covered by the contract unit price for Strip Seal
oHe;mSJre\y spuced at Girder 37 past end i Expansion Joint System.
abou Tyl
1/2" @ Machine bo\‘r at abom of slab(Typ. L; I H;sme” @ Holes @ abt.
. 18" ots. Cut machine bo 18" ots (For 1/2" @
Fw‘c‘é Zoge + Fflush with steel Qrmor uﬁer ‘ mqohwcnz bo(\):s)
of tnd Bem concrete has taken fnitial i
set. (Typ.) 1 3/4" @ x 8" Long Welded Shear
Connector Studs (Spaced Bevel curb bent
N alternately @ abt. 9” cts.) plate on roadway
) face
PART SECTION C-C
Strip seal gland
1N
PART PLAN %~ D D
Steel Armor
(%) Dimension along & Girder Piece Angle Bevel curb
6 3 12 3/8 bent plate
L 9P Sotnoeto? ¥ 9 fo /4
o~ . alternating at 3" cts.
Extrusion SECTION D-D
N L
B . € 13/18" x 3" -
1/2" @ Machine Bolt @ abt.18" cts. Slotted Hole U
Tack Weld Cut machine bolt flush with steel armor ™ "
after concrete on each side has taken ?/241% mgog?r‘nzsbg?:s
initial set.
DETAIL OF JOINT ARMOR
DETAIL "A”
A "
DETAIL "B Single layer G\Gmd, no multiple layer
glands al [owe
DETAILS OF STRIP SEAL AT END BENT NO. Strip seal gland size =
DETAIL OF GLAND
Detal led
Checked Note: This drawing is not to scale. Follow dimensions. Sheet No. of |STSO9
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